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CONSTRUCTION NOTES

REFERENCE NOTES

GRADING & PAVING PLAN
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HORIZONTAL CONTROL PLAN
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CONSTRUCTION NOTES

PAVEMENT MARKING DETAILS

MARKING CODE
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SIGNING & STRIPING PLAN
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KEYNOTE DESCRIPTION DETAIL QTY

CONCRETE CURB
REFER TO

CIVIL
PLANS

--

PAINTED STRIPING
REFER TO

CIVIL
PLANS

--

42" HIGH PAINTED STEEL FENCE 1/11 438 LF

STAMPED ASPHALT CROSSWALK 3/11 1 EA

SIDEWALK RAMP
REFER TO

CIVIL
PLANS

--

FENCE POST AND FOOTING AT EXISTING SIDEWALK 1/11 13 EA
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HARDSCAPE KEYNOTES

SURFACING SCHEDULE
SYMBOL DESCRIPTION DETAIL QTY

STAMPED ASPHALT FIELD
PATTERN: STREETPRINT® RUNNING BOND 1' X 2'
COLOR: STREETBOND® ROADSTER RED
CONTACT: TUCSON ASPHALT CONTRACTORS, INC.
(520) 292-1125
NOTE: REFER TO MANUFACTURER'S
RECOMMENDATIONS FOR INSTALLATION

3/11 533 SF

STAMPED ASPHALT BORDER
PATTERN: N/A
COLOR: STREETBOND® PEWTER
CONTACT: TUCSON ASPHALT CONTRACTORS, INC.
(520) 292-1125
NOTE: REFER TO MANUFACTURER'S
RECOMMENDATIONS FOR INSTALLATION

3/11 130 SF

CONCRETE
FINISH: MEDIUM BROOM
COLOR: NATURAL GRAY

4/11 1,143 SF

CONCRETE PAVERS
MANUFACTURER: ACKER-STONE
STYLE: 6 CM HOLLAND
COLOR: DESERT BLEND
PATTERN: RUNNING BOND
CONTACT: BORDER CONSTRUCTION (520) 623-4100

5/11  1,804 SF

UCSONT
ITY OF C12.17

.19418 North Toole Avenue
Tucson, AZ 85701

P 520.622.9565
www.norris-design.com

NORTH

0 2010 40

SCALE 1" = 20'

2 212 2

3

33
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ROSKRUGE K-8
A.P.N. 117-04-322A
501 E. 6TH STREET

TUCSON HIGH SCHOOL
A.P.N. 117-05-0020

400 N. 2ND AVENUE

A.P.N. 117-04-343B
601 E. 6TH STREET

A.P.N. 117-04-3400
615 E. 6TH STREET

A.P.N. 117-04-3390
619 E. 6TH STREET

6

5

5

3 6



CURB PER CIVIL PLANS

CONCRETE PAVERS SET
PERPENDICULAR TO 6TH STREET,
REFER TO SURFACING SCHEDULE
4" THICK 2,500 PSI CONCRETE
PAVING, REFER TO SURFACING
SCHEDULE
42" HIGH PAINTED STEEL FENCE,
REFER TO DETAIL 1/10
STRIPING PER CIVIL PLANS

SCORE JOINT TYP., REFER TO
DETAIL 4/10
EXPANSION JOINT TYP., REFER
TO DETAIL 4/10
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MEDIAN & STAMPED ASPHALT CROSSWALK
SCALE: 3/16" = 1'-0"

6'-8" TYP. 1'-9" TYP.

1'-9" TYP.

3'-4" TYP.

3'-4" TYP.

1 2 3 4 5 6

1'-9" TYP.
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7 77

EQ.EQ.

STANDARD BLACK ASPHALT PER
CIVIL PLANS
CURB PER CIVIL PLANS

STRIPING PER CIVIL PLANS

ASPHALT BAND AROUND
STAMPED ASPHALT CROSSWALK,
REFER TO SURFACING SCHEDULE
STAMPED ASPHALT CROSSWALK,
REFER TO SURFACING SCHEDULE
CONCRETE PAVERS, REFER TO
SURFACING SCHEDULE
4" THICK 2,500 PSI CONCRETE
PAVING, REFER TO SURFACING
SCHEDULE

SCORE JOINT, REFER TO DETAIL
4/10

EXPANSION JOINT, REFER TO
DETAIL 4/10

42" HIGH PAINTED STEEL FENCE,
REFER TO DETAIL 1/10
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ENLARGEMENT OF MEDIAN AND STAMPED ASPHALT CROSSWALK
SCALE: 1/4" = 1'-0"
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CONCRETE PAVERS AT MEDIAN
SCALE: 1-1/2" = 1'-0"

ASPHALT PER CIVIL PLANS

CURB PER CIVIL PLANS

CONCRETE PAVERS - REFER TO
SURFACING SCHEDULE
MORTAR BED AT 1" DEPTH

SAND SWEPT JOINTS

4" THICK 2,500 PSI CONCRETE
BASE
4" THICK 2,500 PSI CONCRETE
PAVING, REFER TO SURFACING
SCHEDULE
SUBGRADE COMPACTED TO 95%
STANDARD PROCTOR DENSITY
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4"2 38"
1"

4"

8'-2"
1-1/2" SQUARE TUBE RAIL

4" DIAMETER SQUARE TUBE
STEEL RING

3" SQUARE TUBE POST -
CENTER IN FOOTING

1" SQUARE TUBE PICKET,
SPACED 5" ON CENTER

CONCRETE FOOTING

4" THICK 2,500 PSI CONCRETE
PAVING, REFER TO SURFACING
SCHEDULE
8" CORE DRILL, FILL AROUND
POST WITH NON-SHRINK
GROUT
SUBGRADE COMPACTED TO
95% STANDARD PROCTOR
DENSITY
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42" HIGH PAINTED STEEL FENCE
SCALE: 1" = 1'-0"
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NOTES:
1. ALL STEEL TO BE PAINTED TO

MATCH TUCSON HIGH RED.
CONTRACTOR TO SUBMIT
SAMPLE PRIOR TO PAINTING.
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FENCING AT EXISTING SIDEWALK
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CONCRETE PAVING AT MEDIAN
SCALE: 1-1/2" = 1'-0"

ASPHALT PER CIVIL PLANS

CURB PER CIVIL PLANS

FIBER EXPANSION JOINT WITH
TRAFFIC SEALANT
4" THICK 2,500 PSI CONCRETE
PAVING, REFER TO SURFACING
SCHEDULE
TOOLED JOINT, 14" RADIUS.

SUBGRADE COMPACTED TO 95%
STANDARD PROCTOR DENSITY
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HARDSCAPE DETAILS
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